
Key Changelog statement Component/s

Bug QDB-460 Titles in Form Sheet graphics are now displayed correctly. solaraMP Web

Bug QDB-537
The application-specific configuration of the "number of 

measured values" for RTM is now correctly applied.
RTM

Bug QDB-539
The number of rows and columns in the RTM could not be 

saved when changes were made.
RTM

Bug QDB-545 It was not possible to add new users. Q-Launcher

Bug QDB-619
Beim erstellen neuer Datensätze, ohne vorher neu erstellte zu 

Speichern kam ein Datenbankabbruch.
solaraMP Web

Bug QDB-821
RTM was not started when machine was selected as a data 

source.

Bug QDB-840
The beam that can now be inserted into the RTM has 

overlapped parts of the graphic when enlarged.
RTM

Bug QDB-874
Missing icons were added, captions with line breaks were 

defined to make texts that were too long
qs-STAT Web

Bug QDB-878 The dialogue of the type conversion was distorted solaraMP Web

Bug QDB-880
The e-chart value progression did not recognize the attribute 

255 for deselected measured values.
qs-STAT Web

Bug QDB-886
Overview graphics did not start from the first characteristic 

when clicked in the characteristics list, the focus was lost.

qs-STAT Web, 

solaraMP Web

Bug QDB-898
Part data in the detailed view of the PLV remained in place and 

was not hidden or updated.

Bug QDB-983 Help information has been re-designed.

Bug QDB-1003 Save value mask after manual changes has been reworked. solaraMP Web

Bug QDB-1164
Navigation buttons in the parts protocol or the entire parts 

protocol disappeared during live operation.
RTM

Bug QDB-1176 DFQ with special characters in the name could not be saved. solaraMP Web

Bug QDB-1252
The display of "Value pie chart" after resizing the graphic has 

been revised.
qs-STAT Web

Story QDB-389 Guidelines for checking passwords revised.

Story QDB-503
Characteristics can now be moved using the 

parts/characteristics list.

qs-STAT Web, 

solaraMP Web

Story QDB-508
The width of the status bar above the characteristic graphics 

can be deactivated or widened.
RTM

Story QDB-509 Colour coding in RTM can be switched off. RTM

Story QDB-825 Cycle time in PLV can not be less then 10 seconds. PLV
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