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Key Changelog statement Component/s
The process control for part measurement was faulty. -Bu
Buz QDC-8972 , P P y.-Bug procella
fixed-
Changing the zoom level in the Form Designer caused an
Bug QDC-9130 o . solara.MP
access violation -Bug fixed-
Template for the measurement sequence in the part mask was
Bug QDC-9132 P _ q P 0-QIs, procella
not saved. -Bug fixed-
The 0O-QIS CMM "All Measurements" confirmation option was 0-QIS/CMM-
Bug QDC-9182 . . .
not working correctly. Error fixed. Reporting
Incorrect entry in the ‘STATION_NO’ column within the CMM
. . ) 0-QIS/CMM-
Bug QDC-9239 buffer-database when uploading data if a remote connection .
. Reporting
was used. -Bug fixed-
Adding an icon assignment within a graphic caused the
Bug QDC-9285 g 3 gnmen grap gs-STAT
application to crash. Bug fixed.
An access violation occurred when the "SPC test planing" was
Bug QDC-9293 qs-STAT
called up
Calling it once and saving it back in configuration management
B DC-9364 s-STAT
ug  Q has reset the Quick Filters view g
If more than three Quick Filters were saved in succession, it
Bug QDC-9366 was possible that not all of them would remain saved after a gs-STAT
restart
The contents of saved Quick Filters were no longer being read
Bug QDC-9368
correctly
All windows will be closed if there is no unconfirmed 0O-QlISs/CMM-
Story QDC-8487 . Q /.
measurement read in. Reporting
New data recording type ‘MicroRidge Mobile Collect USB Meas
Story QDC-9253 , 0-QlS, procella
only’ added.
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