
Key Changelog statement Component/s

Bug QDC-6741

When you select “Information” for a graphic, the exact output 

point is displayed, which can be used to locate the graphic in 

the output list for inclusion in summary graphics or the Form 

Designer.

M-QIS, O-QIS, qs-

STAT, solara.MP

Bug QDC-8075
Fixed the available options regarding document transfer into 

database / file share.

M-QIS Upload, qs-

STAT

Bug QDC-8476
5 part study with tool wear did not calculate limits properly 

according to requirements.
qs-STAT

Bug QDC-8645
The axes of a value chart for Typ1A with the Reference figure 

"Nominal value" have not been shown.
solara.MP

Bug QDC-8665
CMM Reporting could not be restarted after being stopped 

manually.

O-QIS/CMM-

Reporting

Bug QDC-8683
An access violation was displayed when the application was 

closed.

O-QIS, O-

QIS/CMM-

Reporting

Bug QDC-8693
The scale and the legend of the value chart for a linearity has 

been adapted to show all references.
solara.MP

Bug QDC-8781
Reports from M-QIS have been overwritten without the setting 

to overwrite them.
M-QIS Reporting

Bug QDC-8787
Static_DB.exe attempted to create duplicate primary keys in 

various tables in MS SQL, which resulted in error messages.
tools

Bug QDC-8864
Files with larger subgroup size containing the whole subgroup 

resulted in -11 error message and was not processed.

O-QIS/CMM-

Reporting

Bug QDC-8877
The option "take over last filter configuration is active in the 

‘Read from database’ dialogue, even though it is disabled.
qs-STAT

Bug QDC-8972 The process control for part measurement was faulty. procella

Bug QDC-9117
Text in the data collection configuration was displayed as 

truncated in some languages.
O-QIS, procella

Bug QDC-9130
Changing the zoom level in the Form Designer caused an 

access violation
solara.MP

Bug QDC-9132
Template for the measurement sequence in the part mask was 

not saved.
O-QIS, procella

Bug QDC-9182
The O-QIS CMM "All Measurements" confirmation option was 

not working correctly.

O-QIS/CMM-

Reporting

Bug QDC-9186 It was not possible to impport a measurement sequence. O-QIS, procella

Bug QDC-9195
Within the ‘individuals with additional data’ graphic, the 

additional data field (K0058) content was not displayed.
qs-STAT

Bug QDC-9239

Incorrect entry in the ‘STATION_NO’ column within the CMM 

buffer-database when uploading data if a remote connection 

was used.

O-QIS/CMM-

Reporting

Bug QDC-9285
Adding an icon assignment within a graphic caused the 

application to crash.
qs-STAT
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Bug QDC-9293
An access violation occurred when the "SPC test planing" was 

called up
qs-STAT

Bug QDC-9348 Saving of EWMA-cards corrected. qs-STAT

Bug QDC-9364
Calling it once and saving it back in configuration management 

has reset the Quick Filters view
qs-STAT

Bug QDC-9366

If more than three Quick Filters were saved in succession, it 

was possible that not all of them would remain saved after a 

restart

qs-STAT

Bug QDC-9368
The contents of saved Quick Filters were no longer being read 

correctly

Bug QDC-9501 The ‘Read from database’ dialogue box did not open. qs-STAT

Bug QDC-9535
Radio buttons in the ‘Quick Filter’ / ‘Simple Filter’ are now 

displayed in accordance with the configured permissions.
qs-STAT

Bug QDC-9564
Loading the catalogue entries within the event dialogue took a 

very long time.

O-QIS/CMM-

Reporting

Bug QDC-9583
Writing OK alarms via procella for display in PLV was not 

working.
O-QIS, procella

Bug QDC-9594
No calculation sometime according to MPo3 in the case of 

perfect correlation for some true positions.
qs-STAT

Bug QDC-9608
The specifications from the evaluation strategy for the settings 

were not taken into during ‘new file’ / ‘type conversion’.
solara.MP

Bug QDC-9712
The saved definition of working days was not read correctly 

(the default Mon–Fri was used)
qs-STAT

Bug QDC-9722
Save "OK" alerts in the background caused an error message in 

procella.
procella

Bug QDC-9744
The quick filter for process parameters (K0011) was faulty and 

did not filter
qs-STAT

Story QDC-5253

in the process capability, the limited capability L10 ( a subgroup 

average violates limits) is now also available for Positional 

tolerances

qs-STAT

Story QDC-8293 Adjustments to the view when switching to EWMA charts qs-STAT

Story QDC-8402
Paths in the report mapping that could not be accessed were 

not displayed in the configuration. These are now visible again.
M-QIS Reporting

Story QDC-8474
The wrong overall test criteria were displayed for the five-part 

tests for individual values.
qs-STAT

Story QDC-8478
When the number of requirements was reduced, the 5-part 

test did not output the reduced number of requirements
qs-STAT

Story QDC-8480 5 part study graphic displayed wrong requirements. qs-STAT

Story QDC-8487
All windows will be closed if there is no unconfirmed 

measurement read in.

O-QIS/CMM-

Reporting
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Story QDC-8649 Control characters in K-field content could not be read. Soap-Webservice

Story QDC-8653
A new option in the strategy allows all ‘Capabilities’ to be 

renamed as ‘Performance’
qs-STAT

Story QDC-8765
Cusum control charts are available in tabular and V-chart 

formats. V-charts cannot be set up to trigger alarms in O-QIS.
qs-STAT

Story QDC-8801
Pre-run studies showed wrong or misleading informations in 

several output points, depending on requirements. Bug fixed.
qs-STAT

Story QDC-8942
VDA 5, Classification: The evaluation criterion of resolution has 

been added to the classification criteria
solara.MP

Story QDC-8943
The input limit for QMS max / QMP max has been increased to 

100 per cent.
solara.MP

Story QDC-9050

It is generally possible to enter the value manually in k-field 

8520 in the input masks. Depending on the specifications 

within the used strategy, this may or may not affect the 

calculation.

solara.MP

Story QDC-9253
New data recording type ‘MicroRidge Mobile Collect USB Meas 

only’ added.
O-QIS, procella

Story QDC-9378

In the "Process Capability Analysis" module, the same 

minimum number of measured values/samples can be 

specified within the tab ‘target value stable/unstable’.

qs-STAT
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